Chart Plotter

EX-3193
600W Transom type

.

Fish Finder unit
MXF-5000

Explanatory notes

=== Data cable

=== Display cable

== Radar system cable
=== Transducer cable
=== GPS cable

= NMEA 0183

VHF Transceiver

COMMANDMIC VHF Transceiver
1C-M604A/M603

HM-162B/SW/E

Transducers

EX-3194
600W Thru-hull type

3

EX-3195
1kW Thru-hull type

Power
(12/24V DC)

MarineCommander

|U fcom D

Open array scanner
MXR-5000T

Radar main unit

Power
(12/24V DC)

Radome scanner
MXR-5000R

Radar main unit

Power
(12/24V DC)

|

Power
(12/24V DC)

Main p unit MXP-5000

Video in (Onboard camera)
NMEA 2000 instruments

GPS Receiver

GPS receiver

MXG-5000*

©

g Multi-function display
MXD-5000
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VHF Transceiver
1C-M504A/M505 13 8v pC

o

13.8V DC
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AlS Transponder and Receiver

COMMANDMIC
HM-195B/SW
VHF Antenna @

GPS receiver
MXG-5000

VHF Transceiver
1C-M424/M423
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AIS Transponder MA-500TR

AIS Receiver MXA-5000

* When the MXG-5000 GPS receiver is connected to the MXP-5000 through the MA-500TR or MXA-5000, this GPS receiver is not required.
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