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Product Description: 
Rate temperature: 60°C，75°C
Bare solid copper conductor 
RoHS/REACH Complied PVC,PE or LSZH Jacket 
Complies to ANSI/TIA-568-B.2&ISO/IEC 11901 

Installation Temperature :-30°C ~+50°C 
Minimum bending radius: 4D 

CAT6 FTP
Network Cable

Copper Conductor

HDPE Insulation

PVC/PE Jacket

Ripcord

Seperator

Electrical characteristics

Ordering Information:
ITI-CT06CU

ITI-CL06CU

ITI-CR06CU

FTP CAT6 Cable Copper  23awg  PVC CTNS/305M

FTP Cat6 Cable Copper  23awgLSOH CTNS/305M

FTP Cat6 Cable Copper  23awg RoHS CTNS/305M

ITI-CP06CU FTP Cat6 Cable Copper  23awg PE CTNS/305M
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55.7 58.8 46.760.35.324.58

45.8 51.4 36.853.49.524.325

22.9 35.1 15.237.136.416.8300

* 350 16.3 39.8 21.8 34.1 13.936.1

19.8 32.5 11.734.546.315.5* 450

12.9 31.2 9.933.251.814.9* 550

Frequency 
   
     MHz

Impedance
      
    Ohm

RL 
≥dB

Attention
      ≤
dB/100m

  NEXT 
      ≥
dB/100m

ELFEXT
      ≥
dB/100m

PS NEXT 
      ≥
dB/100m

PS ELFEXT
      ≥
dB/100m

NVP
Delay Skew

ns/100m

Remarks: ❉ are the reference values only .


