
XT3 / XT4 / XT6 - SLIM LED LIGHT HEADS 

AVAILABLE LED COLORS - Red, Amber, Blue and White.

XT4
XT4SA-DVR65C2        XT4 AMBER

XT4SB-DVR65C2        XT4 BLUE

XT4SR-DVR65C2        XT4 RED

XT4SW-DV                   XT4 WHITE

                WIRING INSTRUCTIONS:
RED ---------- + 10-30VDC (fuse @ 2A)

BLACK ------ Negative, chassis Ground/earth 

WHITE ------- Connect to positive for dimming function  

BLUE --------- Flash Pattern Select/synchronization 

*When the blue wires of all heads are connected together. the Group 1 lamps will 

fl ash in phase (Pl) or 180 degrees out of phase (P2) with group 2 lamps. based on 

the pattern selected. For example: if the XT3 slim lamps in Group 1. have the pat-

tern PA 1 (R65 Double fl ash Pl) selected. and Group 2 lamps have pattern PA2 

(R65 Double fl ash P2) selected. the Group 1 I Group 2 lamps will fl ash in a R65 

double fl ash alternating (wig/wag) pattern.

XT6
XT6SAA-DVR65          XT6 AMBER

XT6SBB-DVR65          XT6 BLUE

XT6SRR-DVR65          XT6 RED

XT6SWW-DVR65        XT6 WHITE

This  Product  contains  high  intensity LED 

devices.  To  prevent  eye  damage, DO  NOT  

stare  into  light  beam  at  close  range.WARNING!

XT3
XT3SA-DVR65          XT3 AMBER

XT3SB-DVR65          XT3 BLUE

XT3SR-DVR65          XT3 RED
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Touch BLUE wire to BLACK wire:

-  less than 1 second for next pattern

-  more than 1 second for previous pattern

-  more than 5 seconds to turn off

      FLASH PATTERNS - XT3
PA1   -    ECE R65 DOUBLE FLASH PH 1 (DEFAULT)                   

PA2   -    ECE R65 DOUBLE FLASH PH 2                                      

PA3   -    ECE R65 SINGLE FLASH PH 1                                       

PA4   -    ECE R65 SINGLE FLASH PH 2                                      

PA5   -    ECE R65 QUAD FLASH PH 1                                           

PA6   -    ECE R65 QUAD FLASH PH 2                            

PA7   -    STEADY BURN                                                  

PA8   -    TRIPLE FLASH (75FPM) PH 1

PA9   -    TRIPLE FLASH (75FPM) PH 2   

PA10 -    SINGLE FLASH (75FPM) PH 1

PA11 -    SINGLE FLASH (75FPM) PH 2

PA12 -    DOUBLE FLASH (75FPM) PH 1

PA13 -    DOUBLE FLASH (75FPM) PH 2

PA15 -    QUAD FLASH (75FPM) PH 2

PA16 -    OFF

 FLASH PATTERNS - XT4 / XT6
PA1   - ECE R65 DOUBLE FLASH PH 1 (DEFAULT)      

PA2   - ECE R65 DOUBLE FLASH PH2                          

PA3   - ECE R65 SINGLE FLASH PH 1                           

PA4   - ECE R65 SINGLE FLASH PH 2                           

PA5   - ECE R65 QUAD FLASH PH 1                              

PA6   - ECE R65 QUAD FLASH PH 2                              

PA7   - STEADY BURN                                                     

PA8   - TRIPLE FLASH (75 PFM) ALTERNATING            

PA9   - TRIPLE FLASH (75 PFM) PH 1                           

PA10 - TRIPLE FLASH (75 PFM) PH 2                           

PA11 - SINGLE FLASH (75 PFM) ALTERNATING

PA12 - SINGLE FLASH (75 PFM) PH1

PA13 - SINGLE FLASH (75 PFM) PH 2

PA14 - DOUBLE FLASH (75 PFM) ALTERNATING

PA15 - DOUBLE FLASH (75 PFM) PH 1

PA16 - DOUBLE FLASH (75 PFM) PH 2

PA17 - QUAD FLASH (75 PFM) ALTERNATING

PA18 - QUAD FLASH (75 PFM) PH 1

PA19 - QUAD FLASH (75 PFM) PH 2

PA20 - OFF
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Revision 1, 08/15
  Part Number: D00781

WARRANTY
Premier Hazard Ltd’s emergency devices are tested and found to be operational at the time of manufacture.  

Provided they are installed and operated in accordance with manufacturer’s recommendations, Premier Hazard Ltd 

guarantees all parts and components except the lamps to a period of 2 years, LED Lighthead modules to a period of 

5 years (unless otherwise expressed) from the date of purchase or delivery, whichever is later.  Units demonstrated 

to be defective within the warranty period will be repaired or replaced at the factory service centre at no cost.

Use of lamp or other electrical load of a wattage higher than installed or recommended by the factory, or use 

of inappropriate or inadequate wiring or circuit protection causes this warranty to become void.  Failure or destruction 

of the product resulting from abuse or unusual use and/or accidents is not covered by this warranty.  Premier Hazard 

Ltd shall in no way be liable for other damages including consequential, indirect or special damages whether loss is 

due to negligence or breach of warranty.

PREMIER HAZARD LTD. MAKES NO OTHER EXPRESS OR IMPLIED WARRANTY INCLUDING, WITH-

OUT LIMITATION, WARRANTIES OF FITNESS OR MERCHANTABILITY, WITH RESPECT TO THIS PRODUCT.

Premier Hazard Ltd
Bessingby Industrial Estate

Bridlington
East Yorkshire

YO16 4SJ

NEED HELP?  Call our Technical Assistance HOTLINE (+44) (0)113 2391111 

PRODUCT RETURNS
If a product must be returned for repair or replacement*, please contact our factory to obtain a Return Goods 

Authorization Number  (RMA number) before you ship the product to Premier Hazard Ltd.  Write the RMA number 

clearly on the package near the mailing label.  Be sure you use suffi cient packing materials to avoid damage to the 

product being returned while in transit.

*Premier Hazard Ltd. reserves the right to repair or replace at its discretion.  Premier Hazard Ltd. assumes no responsibility or liability for expenses incurred for the removal and /or 

reinstallation of products requiring service and/or repair.; nor for the packaging, handling, and shipping: nor for the handling of products returned to sender after the service has been rendered.


